
WatchLock Evaluation Kit
Distributors can purchase a WatchLock Evaluation Kit 
in order to assess the system’s features and benefits. A 
highly professional and effective tool, the kit allows you 
to examine the WatchLock robust design and to test out 
its multifunctional elements. Moreover you can make 
use of the Kit as an effective training tool for employees. 
The WatchLock Evaluation Kit includes: 2 WatchLock 
units, 1 USB cable and a 3 month pre-paid subscription 
to the web application service.

For further details please visit www.watchlock.com

WatchLock is the latest high-tech padlock on the 

market achieving the most intelligent integration of 

security systems.

The robust and multifunctional design it offers, is 

combined from Mul-T-Lock's high security padlock 

with advanced technological GPS location system and 

GSM communication from Starcom Systems. 

WatchLock offers an ideal solution to asset owners 

across a variety of industries. Whether stationary or 

mobile, device or property, personal or business, on 

or offsite, WatchLock will track, trace and alert you to 

every move, entry and unauthorized event. You get all 

of this in one simple to install, user-friendly product.

There is no comparable product on the market that 

matches WatchLock's advanced technology, high 

security and innovative software that grants you the 

all-in-one solution for all your security needs. 

Be the First
to Know

WatchLock online application features
 Event generator allows you to monitor a combination of multiple padlocks in parallel or sequentially. This 
unique feature enables broad usage of the application, depending on your specific needs

 Multi-language interface with 32 languages available
 Support for a wide range of map providers, Google Maps, Open Street Maps, Bing
 Multi-platform compatibility, the application allows you to monitor activity with various devices such as cell 
phone, PC and tablet

 Automated, scheduled reports, WatchLock notifies you of predefined irregularities, together with an indication 
of location, so that you can respond immediately

Full contents of the kit
 C10 Lock – Mul-T-Lock High Security Padlock
 A plastic covering that contains an electronic board 
attached to the lock

 The electronic board includes: CPU, GPS receiver & 
antenna, and cellular modem & antenna

 2 rechargeable batteries
 Charger
 Keys and duplication card

Starcom online software kit includes
 Database of locks (name, location etc.)
 Definition of parameters that define irregular events, 
areas and times

 Definition of the destination for sending alerts 
(E-MAIL, SMS)

 Maps for the exact location of the lock
 Wide range of automatic reports generated on demand 
 Specifications for ongoing reporting time intervals

WatchLock advanced application for real-time control 
The WatchLock complete system consists of High Security padlock and an online web application, each provided 
separately. The WatchLock online application is a web-based, flexible event generator, enabling real-time monitoring.

Technical Specifications
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Features
 Embedded with GPS capabilities.

 Battery operated, with no external power source 
required.

 Robust design for enhanced protection and 
durability.

 Cellular technology that communicates the lock's 
status, while allowing you to choose the communication 
device of your choice, whether cell phone, PC or tablet.

 Text message or email alert on the following actions:
  Opened
  Closed 
  Repositioned 
  Moved out of or into a predefined geographical area
  Low battery notification or alerting when the 

battery has been replaced 

Location Type
Time To First Fix (TTFF)
Positioning Accuracy
Velocity
Antenna Type

GPS, GLONASS (optional)
12 sec (hot start)
10m CEP (50%)
0.2m/s (50%)
Built in (concealed)

Environmental Specifications Operating Temperature
Storage Temperature
Protection Rating

-20°C to +60°C
-40°C to +85°C
IP65

CPU Static RAM
Nonvolatile Memory
Flash Memory

128 Kb
34 Kb
2048 Kb

Battery Type
Power

Lithium-ion Polymer
3.7V 700mAh

GSM Communication TYPE
NETWORKS

UBLOX LEON-G100/LISA-U200
GSM: 850/900/1800/1900
UMTS: 800/850/900/1700/1900/2100
SMS, GPRS, HSDPA
850/900 class 4 (2 watt)
1800/1900 class 1 (1 watt)

Physical Specifications Dimensions
Weight

20 x 11 x 5 (cm)
625 g

Accelerometer Type
Purpose

3 Axis, 0.1g resolution
Identify and report events of impact

Access Port Type USB

Power consumption (mA) Sleep/Idle
GPS only
GPRS only
GPS and GPRS

0.05
105
80
165

WatchLock Technical Specifications

 Provides real-time* information that allows you to 
decide when your attention is warranted.

 The ability to define and schedule the information 
for which you receive alerts.

 Reliable and functional with worldwide coverage.

 Saves cost, time and physical intervention, with its 
remote monitoring capabilities.

 Impact Indicator providing you with an indication of 
break-in attempts.

How it works?

Cellular
Communication

STARCOM Servers

Control Center

SMS/Email

Web Application

Padlock specifications
 Padlock: Professional High Security C10 padlock for 
general use

 Operation: Pop-open shackle that retains the key 
when open

 Materials: Shell - Hardened Steel black plated 
  Core - Solid brass 

   Shackle - Hardened Boron alloy steel 
 Weather durability: -40°C to +60°C
 Additional features: Protective shutter against dust 
contamination and drainage holes to prevent freezing

 Cylinder mechanism: Mul-T-Lock’s unique, high-
precision pin tumbler system.

 Pick and drill resistant for High Security needs. 
 Keys: Reversible nickel silver with plastic key head 
 Duplication key control: Patented keys protected 
by a personal key card that is presented before key 
duplication 

 Standards: Security Gr 3 according to EN 12320 
AND EN 1627
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